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PAVER

PARTIAL DEPTH PRECAST CONCRETE
(HIDDEN) EDGE RESTRAINT

EXPERIENCED BRICK & STONE
WWW.EXBRICKS.COM

SAND

MIN. LENGTH EQUAL
TO BASE THICKNESS
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VARIES

1" TO 1-1/2" (25 TO 40 MM) BEDDING

GEOTEXTILE 12" (300 MM) WIDE
TURN UP AT SIDES

—— COMPACTED AGGREGATE BASE

GEOTEXTILE AS REQUIRED
TURN UP AT SIDES OF BASE

—— COMPACTED SOIL SUBGRADE

STAKE

1. THICKNESS OF AGGREGATE BASE WILL VARY WITH SUBGRADE CONDITIONS AND CLIMATE. COLDER CLIMATES
MAY REQUIRE THICKER BASES.

PATIO / WALK / RESIDENTIAL DRIVEWAY WITH
PARTIAL DEPTH CONCRETE EDGE RESTRAINT

] a D, EXPERIENCED
‘D BRrick & STONE
Recraiming HisTory

FOR REFERENCE ONLY. QUALIFIED PROFESSIONALS

DRAWING NO.

EBS-6

SHOULD BE CONSULTED ON A PROJECT-SPECIFIC BASIS.

SCALE
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